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l« CAMERA B 13 WAS USED IN MISSION 3784 FLOWN ON 4 DECEMBER
19633 PROCESSING WAS ACCOMPLISHED BY NAVY PIC.
2. ORIGINAL NEGATIVE:

A. THE EXPOSURE IS ADEQUATE AND THE RESOLUTION IS FAIR TO
GOOD WHERE NOT DEGRADED BY WEATHER.

B. SR SIDE: A PLUS DENSITY STREAK 3.2 INCHES IN FROM AND
PARALLEL TO THE OUTBOARD EDGE IS PRESENT HEAD TO TAIL. TAPE
REPAIRED TEARS OCCUR ON FRAMES 270, 2345, AND 2346, HEAT SPLICES :
AND ASSOCIATED WRINKLES APPEAR ON FRAMES 77 AND 1575. A MAN-
UFACTURERS SPLICE OCCURS ON FRAME 11189. FRAMES 1080 AND 1116
CONTAIN NUMEROUS PINHOLES. BLISTERS OCCUR ON FRAMES 965 AND
966. THE DATA BLOCK CAMERA NUMBER IS ILLEGIBLE DUE TO UNDER-

EXPOSURE. MINUS DENSITY SPOTS APPEAR ON FRAME 664,
Ceo

SL SIDE: THERE IS A MINOR EDGE FOG, TRACES OF EDGE
STATIC AND ROLLER CHATTER ALONG THE INBOARD EDGE THROUGHOUT THE
MISSION. HEAT SPLICES ARE LOCATED IN FRAMES 719 AND 1516+ MAN-
ACTURERS SPLICES ARE LOCATED IN FRAMES 1872 AND 2214. AN
EMULSION DIG, ASSOCIATED WITH A HEAT SPLICE, IS NOTED IN FRAME
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§ 721. gWAMES 1070 AND 1071 CONTAIN NUM§i§ZS PINHOLES. THERE IS
B 5 SMALL TEAR IN FRAME 932 THAT IS ASSOCIATED WITH THE HEAD IDENT.

D. BOTH SIDES: THE METERING BECOMES SLIGHTLY ERRATIC AFTER
FRAME 1730, THERE VERE 2379 FRAMES ON EACH SIDE OF THE MISSION.

E. THERE WERE NO PROCESSING ANOMALIES OR CAMERA MALFUNCTIONS
IN THIS MISSION.

3. POSITIVE:

A. PI SUTIABILITY IS FAIR DUE TO 95 PER CENT DEGRADATION
BY WEATHER.

B. PRINTING AND PROCESSING ARE GOOD.

C. CLOUDS DEGRADE OR OBSCURE APPROXINATELY S5 PER CENT

OF THIS MISSION.,
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